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TECHINCAL DETAILS
OF

Button/Snap Pull Teste© (H & M)
1. INTRODUCTION

Paramount Button/Snap Pull Teste® (H & M) is used to Conveniently Determine the holdingrsitie between
the button/snap and the fabric to which it is dteat Holding strength is the force required to sstgathe button
from the material (fabric/garment) or the forceuiegd to unsnap a snap fastener. The result coirexgtly on the

Dial Gauge in Kg.

2. EQUIPMENT

Paramount Button/Snap Pull Teste©® (H & M) consists of upper Jaws (4 Nos., for Button Puls&ap Pull)
and a fixed Lower Jaw. The Button/Snap is helchinfixed Lower Jaw and the same is pulled by thpdd@daw
with pull & push type of dial to show the force #ipd directly. Especially designed manual handlevyates the

pulling force while testing. The lower adjustablamp to grip the fabrics precisely.

The Instruments is finished beautifully in creamtdiéc Paint and has the latest aesthetics & ergoo®to make

it a world class Testing equipment.

3. SALIENT FEATURES

Specially designed equipment, as per (H & M) regpient, to determine the pulling strength of anetgpbutton & snaps
used in garments

Supplied with all accessories.

World Class model with latest technology.

With maximum capacity 30Kgf with Least Count of Z&@s.

Four different types of jaws supplied to grip diffat type of buttons & snaps.

Pull & Push type dial gives maximum accuracy.

15Ibs calibration weight supplied as an accessooalibrate the instrument.

Protective goggle is provided for safety.

Supplied with inspection & calibration certificates
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4. DETAILS OF THE MAIN UNIT OF Button/Snap Pull Tester (H&M)

Base of the Unit.

Lower Fabric Clamp (Stationary Jaw).

Upper Snap Clamp (To Pull the Snap) (For Male & Blen
Force Measuring Gauge (With Calibration Certifi¢ate
Gauge Mounting Plate.

Handle (Hand Wheel to move in Up/Down direction).
Lower Jaw Gripping Handle.

Three Pronged Clamp (To Pull the Buttons).
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Lower Grasp Button Accessories Kit for larger bnftoe.g. Jeans Buttons up to 30 ligne.

10. upper Stud Clamp to Pull the Snap (For Male).
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5. DETAILS OF THE ACCESSORIES SUPPLIED WITH Button/ Snap
Pull Tester (H & M)

Main Unit

Three Pronge Upper Snap Clamj Upper Stuc e L
i . ower Grasp Buttol
Clamp with Spare General Purpose With Clamp Long gqse Vise Accessorr; o
Rubber Rings spare Rubber Rin rp
Extension Roas Allen Key 2 mm Calibration for ‘O’ Ring for Jaw
(For vice) Weight (15 Lbs.)
Goggle Small Part Cylinder, Accessories B¢
Plastic
This User’s Manual Calibration & Inspection
Conformance Certificate
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Button/Snap Pull Tester (H & M) IS Supplied Complete with below Accessories

1) Main Unit 01 No.
2) Force Scale (Imada FB 30 Kg.) — Fitted 01 No
3) Three Pronged Clamp (for Button Pull Strength) 01 No.

4) Upper Snap Clamp (for Snap Pull Strength FemaleMal 01 No.

5) Upper Stud Clamp (for Snap Pull Strength Male) 01 No.

6) Long Nose Vise Grip. 01 No.
7) Lower Grasp Button Accessory Kit. 01 No.
8) Extension Road for Lower Fabric Clamp 01 No.
9) Allen Key for Handle (2 mm) 01 No.
10)Calibration Weight (15Lbs.) 01 No.
11)Spare Rubber ‘O’ Ring for Three Pronged Clamp & &lppnap Clamp 10 Nos.
12)Small Parts Cylinder, Plastic. 01 No.
13)Safety Goggles 01 No.
14)Accessories Box 01 No.
15)Detailed User’'s Manual 01 No.
16)Calibration Certificate (Traceable to NPL) Q.
17)Inspection & Conformance Certificate 04.N

6. TECHNICAL DETAILS OF Button/Snap Pull Tester (H & M)
Measuring Capacity : 30 Kg.
Sensitivity : 250 Gms.
Max. Jaw Separation : 210 mm

Dimensions of the Unit

220 (W) x 285 (D) x 665 mm

9 (W)x 11 (D)x 26 (H) Inch.

Weight of the Unit 25 Kg. (55 Ibs)

Note: The Equipment adheres to H & M requirements.

NOTE : With our constant endeavour to improve & eslcwe reserve the right to alter the specification

modify the appearance without notice.



