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TECHINCAL DETAILS

OF

checkMASTER BasidO
(Fabric Inspection Machine)

1. INTRODUCTION

Fabric is your major Investment. This constitut®%6- 70% of the cost of GARMENT, hence it is yoursh
valuable resource. We are sure you will like toenfadl contrahover this Precious Investment. Payant has
introduced in the market an advanced Instrumenhé&zK & eontrel’any wastage of this valuable indtter
the quality of fabric - Better will be the end pumd, This is the aimbéhind developicigeckMASTER

(Basic) ™(Fabric Inspection Machine). ¥o@.can visually, chiacdly detect or fault in the fabric that you have
sourced & have full control on your guality norms.

2. EQUIPMENT

Paramount checkMASTER Basic™ is an economical inspection machine, which completeade of Mild
Steel with digital control panel. The speciallys@med fabric roll stand is provided to load therfato be
checked. The bottom illumination unit is covereithwnilky white acrylic, which acts as a viewingear The
top illumination unit is incorporated for properspection. Specially designed tray is provided tepkébose
fabric for inspection. The exclusive feature o€ tmachine is that it can be operated by foot switch
mechanical length counter is provided to measwrdehgth of fabric inspected. The control panedgsipped

with speed regulator, Forward & Reverse movemeitchw
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3. Details of the Main Unit ofcheckMASTER (Basic)™

Top illumination Unit. )
Driven Roller.

Fabric rolling rod.

Fabric Guide Roll. “

5\ ‘o
Twin Wheeled Counter (Fabric Lengt % <
Fabric Tension Device.
Base Unit Frame.
Bottom Roller Roll Stand. ‘
Foot Switch.
10. Control Panel
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11. Viewing Area.
12. Plastic Pipe. (Having steel pipe inside) to ro# fhbric.
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4. Details of the Accessories Supplied witthecktMASTER™ (Basic)

Main Unit
Top Light Fixing Rods Fabric Roll Stands Top Light Unit
02 Nos. 02 Nos. (Either Fixed to the unit or in
dismantled posion)
®
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. . Stainless — 02Nos: 0‘0 lastic Pipes — 02 Nos.
Tray for Keeping Fabric Q e Ralls) 00 (For Making of Rolls)
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This User’s Manual Calibration & Inspection

Conformance Certificate
Unpack yourcheckMASTER (Basic) ™ and ensure that you have the Following units :

1. Main Unit having Electronic Chokes & Control [e&n : 01 No.

2. Top Light Fixing Rods : BDs.

3. Top Light Unit (either Fixed to the Unit or indnantled position) : 01 No.

4. Tray for keeping fabric : 01 No.

5. Fabric roll stands : 02 Nos.

6. Stainless steel rods (For lifting the rolls) : 02 Nos.

7. Plastic pipes (For making of rolls) : 02No

8. User's Manual : 01 No.

9. Inspection & Conformance Certificate :01.No
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5. SALIENT FEATURES

Big Inspection Table& can check Fabrics upto 60” width.
Fabric movementduring InspectionBottom to Top.
Light Source on Top and Bottomfor in-depth Inspection.

Electronic Chokesfor Instant lllumination.

1
2
3
4
5. Forward as well as Reverse Operationfor convenient fabric checking.
6. Variable Speed Controlto check the fabric at desirable speed.

7. LatestFrequency Converter controls.

8. Geared Motor for continuous operation

9. Twin Wheeled Fabric Length Counterfor accuratédength measurement.

10. Tensioning Deviceto provide required Tensionto the fabric duringpaction and Roll making.
11. Continuous/ Foot switch Fabric Movementwith adjustable speed for ease in Inspection.

12. All Ball bearing movementforgnaintenanee freecsmooth operation.

6. TECHNICAL BETAILS OF,cCheckMASTER (Basic) ™

Power Supply : 220/230 V, 50 Hz, single phas&6® Hz, AC
Supply

Max. width of fabric can be check : 60 Inches

Light source : Top & Bottom

Counter :0-99999 m, L/C: 1m

Fabric movement : Bottom to Top

Overall Dimensions of the unit : 2100 (L) x 14T &k 1800 (H) mm
84 (L) x 59 (D) x 72 (H) Inches.

Net Weight of the unit : 150 Kg. (330 1b)

NOTE : With our constant endeavour to improve & edcwe reserve the right to alter the specification
modify the appearance without notice.
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