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TECHINCAL DETAILS

OF

FABRIC THICKNESS TESTERO

1. INTRODUCTION

Determination of thickness of fabric samples inolaory is usually carried out with the help of r@gision
thickness gauge. In this equipment, the fabric whbgckness is to be determined is kept on a fiatland a
circular pressure foot is pressed on to it fromtthye under a standard fixed load. The Dial Indicatioectly

gives the Thickness in mm.

2. EQUIPMENT

Paramountabric Thickness Teste® main body is completely made of mild steel. Diat measuring the
thickness is mounted on top. Specially designaithisiss steel anvil is provided to keep the sarplee tested.
Two different size of pressure foot are provided tiesting different types of fabrics. A standarcdois
mounted on the dial to give standard pressure enstimple being tested. The equipment is meticwousl

finished in blue metallic paint.
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3. Details of the Main Unit of Fabric Thickness TeterQ

== Paramount TO R

Anvil.

Circular Pressure Foot (Dia. 10 mm).
Zero Setting Dial Gauge (Bezel).

Knob for zero setting of the Dial Gauge.
Dead Weight (As Per Standards).
Lifting Lever.

Grub Screw for Calibration.
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Circular Pressure Foot (Dia. 25 mm).
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4. Details of the Accessories Supplied with Fabrithickness Teste©

Main Unit (With 10 mm Pressure foot fited)

Pressure Foot 25 mm) Allen Key-2 mmr
(For Calibration)

This User’'s Manual Calibration & Inspectiot
Certificates

Unpack yourFabric Thickness Teste® and ensure that you have the Following units :

1.Main Unit (With 10 mm Pressure Foot Fitted) : 1 No.
2.Pressure Foot (Dia. 25 mm) : 01 No.
3.Pressure Foot (Dia. 10 mm) : 01 No.
4.Allen Key - 2 mm (For Calibration) : 01 No.
5.This User's Manual : 01 No.
6.Inspection & Conformance Certificate : 0a&.N
7.Calibration Certificate (Traceable to NPL) : 1 No.
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5. SALIENT FEATURES

Specialized equipment to determine the thicknegatofcs.

Latest model with modern aesthetics.

Maximum capacity 10mm & accuracy 0. 01mm.

Portable & handy to carry anywhere.

Smooth precision-engineered components for accreatets.

Analog dial for measuring thickness in millimeters.

Supplied with two pressure feet of different siaedifferent type of fabrics.
A standard Dead weight is provided with the instents for accurate result.

Supplied with calibration & inspection certificates

6. TECHNICAL DETAILS OF Fabric Thickness TesterO
Range of measurement -10mm
Least count of dial gauge 010mm
Diameter of anvil 160N
Diameter of pressure foot (Interchangeable) mbo & 25 mm
Load on pressure foot 578 (100g/sg. cm)
Throat depth 1At
Overall Dimensions of the Instrument 115 (1186 (W) x 180 (H) mm
4.5" (L) x 7.5" (W) x 7" (H) Inch
Net Weight of the Instrument : 1.9Kg. (4.18)Ibs
1. RELATED STANDARD

ASTM D 1777 — 96
ASTM D 5729 — 97
ISO 3616/5084/9073

NOTE : With our constant endeavour to improve & elcwe reserve the right to alter the specification
modify the appearance without notice.




