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texLABÔÔÔÔ  (Hot Plate) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
1.  INTRODUCTION  

 
 

In textile laboratories, chemicals & solutions need to be heated for the analysis & processing of textile fibers, 

yarns, fabrics  & chemicals. Paramount, texLAB ÔÔÔÔ (Hot Plate) has been developed to fulfill the particular 

demand of Textile labs, College & Universities to serve that particular purpose. 
 

 

 
2.  EQUIPMENT  

 
 

Paramount texLAB ÔÔÔÔ (Hot Plate) is completely made of mild steel. The equipment is specially designed to 

make thermally insulated to prevent the outer body does not get heated up. The specially designed wide 

heating plate helps in heating more than one beaker together. A thermostat has been provided to regulate the 

heat transfer rate. The equipment is    meticulously finished in blue paint. 
 

 

 

 

 

 

 

 



 

 

                                                                                                    

 

3.  DETAILS OF THE MAIN UNIT OF texLAB ÔÔÔÔ (Hot Plate) 
 

  
1. Foot Rests. 

2. Main Body. 

3. Solution to be heated. 

4. Calibrated Glass Beaker (500 ml.). 

5. Control Panel. 

4.          DETAILS OF THE ACCESSORIES SUPPLIED WITH texLAB ÔÔÔÔ (Hot  
Plate)  
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Main Unit Calibrated Borosil Glass Beakers  
500 ml. (02 Nos.) 

This User’s Manual Calibration & Inspection 
Certificate  



 

 

                                                                                                    

 

texLAB ÔÔÔÔ (Hot Plate)  is Supplied Complete with below Accessories: 
 

Main Unit         : 01 No. 

Calibrated Borosil Glass Beakers (500 ml)     : 02 Nos. 

Main Lead with Plug        :  01 No. 

This User’s Manual        :  01 No. 

Calibration Certificate (Traceable to NPL)     :  01 No. 

Inspection & Conformance Certificate      :  01 No. 

5.      SALIENT FEATURES 
 

�  Specially designed equipment to produce distill water. 

�  Smooth precision engineered components for excellent performance & modern look. 

�  Stainless steel body gives gorgeous look & long life.  

�  Double heater (1.5KW each) for instant heating. 

�  Wall hanging provision to fix it in side the lab. 

�  Capacity 3-4 liters/hour. 

�  P value of the water lies between 5.5 to 6.5. 

�  Complete with all accessories. 

Supplied with calibration & inspection certificates. 
 
 

6.  TECHNICAL DETAILS OF texLAB ÔÔÔÔ (Hot Plate)  
 

 

Heater Capacity     : 1000 Watts. 

Heater Capacity     :  1500 Watts. 

Temp. Range      :  0 - 130°C , L/C : 5°C 

Energy Regulator     :  Manual 

Over all Dimension of the Unit   :  454 (L) x 405 (W) x 185 (H) mm.   

          17.5” (L) x 16” (W) x 7.5” (H) Inch. 

Net Weight of the Unit    :  18.5 Kg. (Approx.) (40.8 lb) 

 

 

NOTE:   With our constant endeavour to improve & excel, we reserve the right to alter the specification or 
modify the appearance without notice. 


