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TECHINCAL DETAILS

OF

twistTESTERO (Double Yarn)

1. INTRODUCTION

The strength of a yarn depends to a great exteth@mamount of twist imparted. Accurate determionaif this
physical property is very importance in assessigduality of a yarn. The amount of twist givenatyarn is
usually determined by untwisting a known lengthyafn and finding the number of rotations of ondtefends
relative to the other by remove the twists compyeearamountwistTESTER (Double Yarnp is the appropriate

equipment for the determination of twists of a deufarn.

2. EQUIPMENT

ParamountwistTESTER (Double Yarnp has a set of clamps; one of which is rotating thedther is fixed. The
rotating clamp is driven by hand. Specially destadive-digit re-settable revolution counter taiobthe number
of twists. The fixed clamp is mounted on a jewetireg with a lever having a sliding weight to gihe desired
tension to the yarn. A special scale is attachetically on the clamp stand for measuring theitenen the yarn.
The fixed clamp assembly can be moved over a caadéor setting the required test length of yarime Test
Length is indicated on a calibrated strip scaledixo the base against a pointer attached witintheéng
assembly. A magnifying glass is provided to chdwkdpening of the twists in the yarn during untinigprocess.

The equipment is meticulously finished in Blue Painp.
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3. DETAILS OF THE MAIN UNIT OF twistTESTER™ (Double

Yarn)

Foot rest of the unit.

Base of the unit.

Calibration Scale to fix the length of the Test ivar

Pointer for Scale Reading Indication.

Scale to Indicate yarn tensioning load (0 — 100 ¢ms

Adjustable tensioning weight to Provide desiredsien to the Yarn.
Stationary yarn clamp.

Black & white base strip to provide background imwthe yarn being untwisted.
Rotating Jaw.

10. Magnifying lens to view the yarn being untwisted.

11. Push down Lever (zero the counter).

12. 5 - Digit mechanical counter.

13. Small gear wheel for Movement.

14. Big gear wheel for Movement.

15. Handle for Rotation.
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4. DETAILS OF THE ACCESSORIES SUPPLIED WITH

twisTESTER ™ (Double Yarn)

Main Unit

Pointing Need| Alen Key-2 mrmr
(To Open Yarns while Untwisting) (To Adjust Dead Weight to Provided
Required Tensiol

This User’s Manual Calibration & Inspectiol
Conformance Certificates

tWIStTESTER ™ (Double Yarn)is Supplied Complete with below Accessories

1) Main Unit : 01 No.
2) Alen Key (2 mm) (To Adjust the Dead Weight) : Q.

3) Pointing Needle (To open yarns while untwisting) : 01 No.
4) Detailed User's Manual : 01No.
5) Calibration Certificate (Traceable to NPL) : N

6) Inspection & Conformance Certificate ; O01No.
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5. SALIENT FEATURES
Specially designed equipment to determine the fpéstinch/cm of double yarn.
Ergonomically design with modern aesthetics.
Smooth precision-engineered mechanism.
Specially designed only for double yarn.
Tension from 0 to 100gram can be selected by maviagveight on the lever.
Complete with all accessories.
With analog re-settable twist counter.
Magnifying glass is attached to ease in testing.
Supplied with calibration & inspection certificates
6. TECHNICAL DETAILS OF twistTESTER ™ (Double Yarn)
Test length : 30 to 280 mm
Load on test specimen : 0 to 100 g (Adjustalaesion can be given)
Counter : Five digit revolutioaunter
Yarn tensioning load scale : 0-100 Gms., L/@ Gm.
Calibrated Scale to fix the length of theyarn. : 1-12"0-300 mm, L/C : 1 mm
Overall Dimensions : 625 (L) x 125 (W) x 325)(tdm.
25 (L) x5 (W) x 13.5 (H) Inch.
Net Weight : 12 Kg. (26.4 Ibs)
1. RELATED STANDARDS
ISO 2061.
BS 2085.
ASTM D 1422 / D 1423.
DIN 53832.
IWTO 25-70.

NOTE : With our constant endeavour to improve & edcwe reserve the right to alter the specification
modify the appearance without notice.




