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TECHINCAL DETAILS

OF

YARN EVENNESS TESTER
(Manual Yarn Examining Board Winder)

1. INTRODUCTION
Visual determination of unevenness along the leofth yarn is carried out by wrapping it in equalyaced
parallel wraps over a board and comparing the appea of irregularities againsdtandard Rating
Photographs Paramountyarn Evenness Testeris specially designed equipment very useful to khibe

phenomenon.

2. EQUIPMENT DETAILS
Paramountyarn Evenness Tester (Hand Operatedtonsists of a yarn wrap Board The Board is rotated
automatically to wrap yarn over it on operating tfzdle. The yarn is guided on to the board thraughrn
guide, which moves parallel to the pivoting axistleé board giving uniformly spaced wraps. The guge
positively linked to the rotation of the board witie help of a chain and sprocket drive. A sethafinge gears
gives six different spacing to the yarn for wragpiyarn of different counts. A spring loaded adjbkta
tensioning arrangement provides the desired tenwiothe yarn. A specially designed bobbin holder is
provided for holding the yarn bobbin to check. Huglipment is built on a rigid wooden base. It igsted in
Grey & blue colour to give it a corrosion resistéinish.
One Tapered & One Rectangular Acrylic Board having face White and the other Black to enable etialua

of both light and dark colored yarns are supplieétandard Accessory.
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3. DETAILS OF THE MAIN UNIT OF Yarn Evenness Tester

Bobbin.

Thread / Yarn Guide.
Tapered / Parallel Board.
Board fixing screw (On Both Sides).
Handle for Rotation.

Knob to lift the box.

Drive Box Unit.

Front Shaft for movement.
Thread Guide.

10.Movable Thread Guide Block.
11.Spring Tensioner.

12.Thread Eyelid.
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4. DETAILS OF THE ACCESSORIES SUPPLIED WITH
Yarn Evenness Tester

Main Unit Bobbin Holder Stand
Tapered Board Parallel Board
Pointing Needle to Take Allen Key — 3 mm
out Yarn

This User’'s Manual Calibration & Inspection
Conformance Certificate

Yarn Evenness Testeiis Supplied Complete with below Accessories:

Main Unit : 01 No.
Bobbins Holder Stand : 01 No.
Tapered Board : 01 No.
Parallel Board : 01 No.
Pointing needle : 01 No.
Allen Key — 3 mm : 01 No.
This User's Manual : 01 No.
Calibration Certificate (Traceable to NPL) : 1 No.
Inspection & Conformance Certificate : N04.
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5. SALIENT FEATURES

Specially designed equipment to access the yargutarities (like thick place, thin place, slubs.et
Two different types of boards supplied for winditg yarn.

Separate unit for holding yarn bobbin.

Yarn wrapped on the board can be 20,22,26,32,38 &ls per inch.

Six traverse speed options for fine to coarser tofigarn.

Supplied with all accessories.

Supplied with calibration & inspection certificates

6. TECHNICAL DETAILS OF Yarn Evenness Tester

Size of Tapered Board : 28.5 cm x 18 cm. (Bidgjele) , Taper Angle°®2
28.5cm x 16 cm. (Tapper Side)

Size of Rectangular Board : 28.5cm x 18 cm

Standard Yarn Spacing : 20, 22, 26, 32, 38,4MWRAPS per INCH

Size of bobbin holder base : 21.5x21.5x3&5¢c

Length of main drive connective arm : 25 cm.

Length of threaded shaft : 35.5cm.

Gear to get different wrap : 6 Nos.

Over all Dimension of the Unit : 61 (L) x 35 (W2¢.5 (H) cm.

Net Weight of the Unit : 21 kg. 46.2 Ibs)

/. RELATED STANDARDS

ASTM D 2255-96 : Standard Method for Gradifigcotton Yarns for

Appearance.

NOTE : With our constant endeavour to improve & elgwe reserve the right to alter the specification
modify the appearance without notice.




